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Abstract: 

The dynamic model of the 6 DOF Wire Driven Parallel Mechanism (WDPM) system is introduced. Based on MATLAB system, the 

simulation of the inverse dynamic model is achieved. According to the simulation result, the mechanical model for the WDPM system is 

reasonable. Using ADAMS system, the dynamic model of the virtual prototype is verified by the simulation analysis. The combined control 

model based on ADAMS/Simulink is derived. The WDPM control system is designed with MATLAB/Simulink. The torque control method is 

selected for the outer ring and the PD control method for the inner ring. Combined with the ADAMS control model and control law design, 

the interactive simulation analysis of the WDPM system is completed. According to the simulation results of the spatial circle tracking and 

line tracking at the end of the moving platform, the tracking error can be reduced by the designed control algorithm. The minimum tracking 

error is 0.2 mm to 0.3 mm. Therefore, the theoretical foundation for designing hardware systems of the WDPM control system is 

established. 

1. Introduction  

Flexible wire, rather of a connecting rod, is used as 

the traction element in WDPM, setting it apart from 

the more common parallel mechanism. The 

functionality of Wire Driven Parallel Mechanisms 

(WDPMs) is crucial in practise since flexible wire 

can only support unidirectional loads. In recent 

years, experts from a growing number of nations 

have published a plethora of studies [1-4]. Hence, 

WDPM is now being utilised in many different 

technical domains, including machining, tracking 

of the huge spherical radio telescope, wind tunnel 

testing of aeroplanes, etc. As a result, studying the 

WDPM is important for both theoretical and 

practical engineering.  

2. Dynamics analysis  

Lightweight mechanical systems are becoming 

more crucial in terms of design efficiency and 

energy savings to keep up with the ever-increasing 

pace of mechanical system development. It also 

introduced a serious obstacle related to the system's 

adaptability. The study process is more difficult 

due to the unique physical qualities of the flexible 

arm, as compared to the typical rigid arm. The key 

challenge for a flexible system is finding a solution 

to the vibration problem. Assumed mode approach 

and finite element method are often utilised for 

theoretical model research in the study of flexible 

systems [5-7]. The optimization of a flexible 

system may benefit from the study of simulation 

and experiment, and simulation research into the 

control approach can be aided by a thorough 

understanding of both. 
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2.1 Dynamic model of WDPM 

Linear system can be modeled discretely in 

ADAMS, the deformation of each node, which is 

composed of a plurality of linear modal 

superposition, is considered normally. There are 

three methods of flexible wire modeling: (1) Create 

flexible body directly to generate a flexible wire 

model. (2) Create some rigid cylinder bodies and 

connected with bushings to simulate flexible wire. 

(3) Select rotation joints connecting some cylinder 

bodies to simulate flexible wire. The second 

method is selected for modeling, ten cylinders are 

connected by bushings, six components of the force 

and torque are defined as [Fx Fy Fz Tx Ty Tz], the 

force model is shown in Fig. 1 

 

Coordinate marking the cylinder center, assign I 

and J respectively, and assign K as stiffness 

coefficient, C as damping coefficient, x0, y0 and z0 

as the initial values of each coordinate axis, x, y 

and z as the directions of each coordinate axis. 

 

Where F and T denote force and torque, x, y, z, a, 

b, c, vx, vy, vz, ω x, ω y, ω z denote the relative 

displacement, rotation angle, velocity, angular 

velocity between I MARKER and J MARKER 

respectively. Kii and Cii denote the stiffness 

coefficient and damping coefficient of the bushing. 

F1, F2, F3, T1, T2, T3 denote the initial values of 

the force and torque along three coordinate axis. 

Create a dynamic model of WDPM system in 

ADAMS/View, the parameters of bushing that 

composing the flexible wire are shown in Table 1. 

 

The moving platform is dragged by seven flexible 

wires, each flexible wire is connected with the 

moving platform by spherical joint, and is 

connected with the framework with hooke joint. 

The creation direction of the spherical joint and 

hooke joint s along the flexible wire. In order to 

allow the flexible wire to move back and forth 

freely, use one translational joint in the flexible 

wire. The dynamic model of WDPM is shown in 

Fig. 2. 



 

The ADAMS model of the 6-DOF WDPM is 

created according to the mechanism parameters 

which is listed in Table 2. 

 

2.2 Exporting dynamic model of 

WDPM 

To export the dynamic model of WDPM, three 

stages maybe concerned. (1) Create input state 

variables and connect with physical quantity of the 

model 

After the dynamic simulation of the WDPM model 

is completed, the input parameters of the model 

need to connect with the state variables. The 

exported dynamic model proceeds with data 

transfer by state variables when co-simulation is 

carried on. The forces in the model can be named 

as Force_i (1,2,…7) which is defined as input state 

variables. Force is a variable of time, the force 

input to the model is calculated by external 

software and proceed with data transfer. The initial 

condition is F(time, …)=0. 

Professional data receiving function can be used in 

ADAMS software, the input data of control model 

transfer to virtual prototype by state variables while 

the state variables and physical quantities are 

connected. The driving force function is defined as 

VARVAL (. platform. Force_i) which can transfer 

data to the input parameter variables of the virtual 

prototype as the external force is imported. 

(2) Create output state variables 

The input parameters are imported from external 

part and the initial values are parameters related to 

time, while the output variables are function 

expressions. The output variables of WDPM can be 

defined as  

12 output state variables are created and named as 

Position_i(i=1,2…6) and Velocity_i(i=1,2,3,4,5,6).  

 

(3) Export dynamic model   

When the input and output state variables are 

defined in ADAMS/View, the dynamic model can 

be exported and three files are generated which are 

named as Controls_PD.m, Controls_PD.cmd and 

Controls_PD.adm [8-10]. 

2.3 Create connecting module 

between MATLAB and ADAMS 

 To export dynamic model of WDPM, 

ADAMS/Control module should be used. Select 

input and output parameters and generate files 

named Controls_PD.m to save input and output 

information, Controls_PD.cmd to transfer 

command, Controls_PD.adm to save data. 

Controls_PD is the file name of export model. In 

MATLAB, input ADAMS_sys in command line to 

create the control system model as shown in Fig. 3

 

Fig. 4. In the module parameter dialog box, the 

animation mode is set to interactive in order to real-

time observe the simulation process and intuitively 

study the motion of the moving platform. 



 

3. Create MATLAB control model  

3.1 Dynamic characteristic of 

WDPM 

The dynamic model of 6-DOF WDPM can be 

defined as Equation (2) by Euler-Lagrangen 

 

Where M is Inertia matrix, N is Coriolis matrix, W 

is Gravity matrix, J is Jacobian matrix, is Joint 

velocity matrix, is Joint acceleration vector, F is 

Joint force vector. 

3.2 Inner ring control system of 

WDPM 

Dynamic control is a kind of control mode based 

on computational torque method, according to the 

dynamic model of the controlled object, the control 

force or torque can be calculated by solving 

dynamic inverse solution. The control effect of the 

dynamic control system has a high dependence on 

the accuracy of the dynamic model of the 

controlled object. Therefore, It is only in the case 

of the complete accuracy of the dynamic model of 

the WDPM system, the precise control can be 

achieved.  

If qd denotes 

the expected 

tracking 

motion of 

WDPM 

platform, the 

error between 

the actual 

tracking and 

ideal tracking 

of the moving 

platform is 

defined as 

tracking error 

e. 

 

Where each component 

indicates the tracking error of the moving platform 

in the direction of  If adopting fixed 

point control, qd is a constant, so  

Substituting the dynamic model into the Equation 

(4) 

 

 

3.3 Design of control law for outer 

ring 

 The position and attitude adjustment of moving 

platform, extremity actuator of WDPM, is achieved 

by the tension force changing of the flexible wire. 

To design the control law, the normal method is to 

proceed with trajectory planning, then solve the 

reverse solution by dynamic function, thus the 

tension component of each flexible wire is 

calculated respectively. Because WDPM system is 

quite complicated to control with the tension force 

as control object, select classical control theory to 

proceed with the control design of outer ring. As 

the PD control has outstanding control ability, 

assistant control signal H (t) is selected as PD 

feedback.  

 

Where is proportion coefficient, is differential 

coefficient. Thus the trajectory tracking control law 

of the WDPM platform based on reverse force 

compensation control is 

 

The error function derived from Equation (9) is 

 

3.4 Control model of MATLAB 



Create an interactive control system of the WDPM 

in MATLAB/Simulink as shown in Fig. 5. 

 

 

4. Co-simulation experiment  

In the simulation, different simulation time can be 

set, control parameters   

Assume the moving platform is moving in a 

horizontal plane, the center point of the motion is 

(100, -300, -100), radius is 10 mm and the start 

point is (100, -290, -100). Let the moving platform 

make a translational motion in the simulation, 

simulation time is 10 s. The trajectory Equation of 

the center point of the moving platform is 

 

 

Fig. 6 shows the actual trajectory and theoretical 

trajectory of the WDPM moving platform which is 

tracking linear motion. Obviously, the actual and 

theoretical trajectory keep consistent all the time, 

but there are still some errors. The actual and 

theoretical trajectory curves of the WDPM moving 

platform are shown in Fig. 7, Fig. 8 and Fig. 9. 

According to the degree of curve fitting, the actual 

trajectory curves are consistent with the theoretical 

ones in the X, Y and Z axis  

 

 



 

 

Fig. 10 shows the actual trajectory and theoretical 

trajectory of the WDPM moving platform which is 

tracking circular motion. Obviously, the actual and 

theoretical trajectory keep consistent and the error 

is reasonable. 

 The maximum error in X axis is 0.2836mm, the 

maximum error in Y axis is 0.2027 and the 

maximum error in Z axis is 0.0649. Obviously, the 

error in X and Y axis is the largest and the error in 

Z axis is the smallest. It shows that the error can be 

effectively suppressed in the control system. 

 Fig. 11 shows the tracking velocity curves of 

WDPM moving platform, the velocity of the 

moving platform is lower than 20 mm/s, comply 

with design requirements. Although the dynamic 

model and the control model of the WDPM system 

avoid the uncertainty of many parameters, errors 

and disturbances, in fact, there are no such systems 

without external interference. As a matter of fact, 

the co-simulation method introduced in this paper 

is still important for system analysis.  

 

 

5. Conclusion 

For the purposes of dynamic simulation and control 

design, the WDPM system makes use of virtual 

prototype technology. The Lagrange approach is 

employed to create the dynamic model of the 6-

DOF WDPM, and the PD control method is used in 

the periphery. A cosimulation model is attained by 

developing a MATLAB model in accordance with 

the control system and then exporting a dynamic 

model to follow the relocating platform of the 

WDPM system. Control effect of the control model 



was tested by analysing simulation results, and the 

findings demonstrate that the developed control 

system can accomplish the desired control effect. 
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